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BONDING IRON 230VAC (ORDER # 118-1877) Applications

The Bonding Iron is set at the optimal temperature for curing
the bonding film used to repair damaged surface mount pads,
lands, edge contacts and other circuit board patterns.

The Bonding Iron ideal for replacing
small surface mount and BGA

pads.
BONDING TIPS SET BONDING TIPS HOLDER
ORDER # 118-1873(S) ORDER # 118-1873(H)

Comprises a full range of 23 Bonding Tips to meet all your
bonding requirements.

ITEM # ORDER # BONDING TIP SIZE
01 118-1851 Bonding Tip, Tapered
02 118-1852 Bonding Tip, .025" Diameter
03 118-1853 Bonding Tip, .060" Diameter
04 118-1854 Bonding Tip, .015" Diameter
05 118-1855 Bonding Tip, .080" Diameter
06 118-1856 Bonding Tip, .035" Diameter
07 118-1857 Bonding Tip, .120" Diameter
08 118-1858 Bonding Tip, .100" Diameter
09 118-1859 Bonding Tip, .010" x .080"
10 118-1860 Bonding Tip, .012" x .060"
11 118-1861 Bonding Tip, .025" x .080"
12 118-1862 Bonding Tip, .040" x .060"
13 118-1863 Bonding Tip, .045" x .110"
14 118-1864 Bonding Tip, .050" x .050"
15 118-1865 Bonding Tip, .015"x.100"
16 118-1866 Bonding Tip, .060" x .080"
17 118-1867 Bonding Tip, .060" x .500"
18 118-1868 Bonding Tip, .080" x .120"*
19 118-1869 Bonding Tip, .080" x .500"
20 118-1870 Bonding Tip, .095" x .095"
21 118-1871 Bonding Tip, .120" x .0500"
22 118-1872 Bonding Tip, .035" x .035"
23 118-1873 Bonding Tip, .065" x .230"




